THE #1 CHOICE FOR
STOCK & CUSTOM SPRINGS

GENERAL SALES CUSTOM SPRING DEPARTMENT
& TECHNICAL SUPPORT

springs@dracoracing.net
704.883.4750

704.883.4750

PURPLESPRING.COM
e e



- SPRING MFG CO

A family owned and operated business since 1969, Draco Spring has grown into the global leader in custom
spring manufacturing. From sub-sea to outer space, Draco supplies springs to more than 100 different
worldwide markets, including motorsports.

In the beginning, Draco manufactured springs to meet the tight tolerance of U.S. Navy and nuclear
requirements. Those same exceptional production standards are still in place for each of the millions of
springs produced each year.

Located in Houston, Texas, Draco's facilities consist of 12 buildings totaling 102,000 square feet, and have
the capacity to ship product the same day ordered - any size spring from virtually any material.

Draco's purple springs are the first choice for the top NASCAR divisions.

THE DRACO ADVANTAGE

All Draco Racing springs are handmade in the USA by motorsports experts, and 100%
inspected, tested and rated before being packaged. A spring rate graph is included with
each Draco coilover spring.

» Fewest coils and largest coil gap on the market

* Maximum amount of coil removed to keep weight down and achieve
maximum travel with a linear rate

* Coil bind springs available in .100" increments
* Designed and made for the racer who demands quality and consistency
 All springs preset to prevent sag

\ \ \ ' P Don’t see what you're looking for? We have a solution! Please call technical support

DRA-L8.1.875.100

COILOVER 1.875 X 8.00
IEE_M

DRA-L8.1.875.100
DRA-L8.1.875.120
DRA-L8.1.875.130
DRA-L8.1.875.140
DRA-L8.1.875.150
DRA-L8.1.875.160
DRA-L8.1.875.175
DRA-L8.1.875.180
DRA-L8.1.875.190
DRA-L8.1.875.200
DRA-L8.1.875.215
DRA-L8.1.875.225
DRA-L8.1.875.240
DRA-L8.1.875.250
DRA-L8.1.875.260
DRA-L8.1.875.275
DRA-L8.1.875.290
DRA-L8.1.875.300
DRA-L8.1.875.315
DRA-L8.1.875.325
DRA-L8.1.875.350
DRA-L8.1.875.375
DRA-L8.1.875.400

LAAMAVYYD

DRA-L10.1.875.115

LEGEND CAR SPRINGS

Draco 1.875" internal diameter coilover springs are the lightest on the market with the highest travel. While
popular for Legends Cars, these springs also work well for many smaller race cars such as Bandoleros,
Dwarfs, Midgets, Mod Lights and Micro-Sprints.

COILOVER 1.875 X 10.00

ITEM
DRA-L10.1.875.085
DRA-L10.1.875.100
DRA-L10.1.875.115
DRA-L10.1.875.125
DRA-L10.1.875.140
DRA-110.1.875.150
DRA-L10.1.875.160
DRA-L10.1.875.170
DRA-L10.1.875.175
DRA-L10.1.875.180
DRA-L10.1.875.185
DRA-L10.1.875.190
DRA-L10.1.875.200
DRA-110.1.875.210
DRA-L10.1.875.215
DRA-L10.1.875.225
DRA-L10.1.875.240
DRA-L10.1.875.250
DRA-L10.1.875.260
DRA-110.1.875.275
DRA-L10.1.875.300
DRA-110.1.875.375

I.D. | LENGTH | RATE

Well known for their superior
quality and consistent performance,
Draco’s premium legend car springs
have been a staple in our series for
many years.

—~Kris Perry

704.883.4750

US Legend Cars
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Draco coilover springs are lighter and travel further than the competition with the most linear rates. Draco

COILOVER SPRINGS

Draco coilover springs are available in various internal diameters, and a wide array of heights and rates.

coilovers bend and bow less due to industry-leading precision in manufacturing.

Draco 3" & 3.5" ID springs provide a superior alternative to barrel springs by providing less bowing and a more
even coil gap, while delivering similarly increased travel and stability. Choose a larger diameter spring to get
more travel and higher load capacity for a given height with less bowing at high travel.

COILOVER 2.50 X 4.00
5 ITEM 1.D. | LENGTH | RATE
~— DRA-C4.25350 | 250 |  4.00 350
DRA-C425400 | 250 |  4.00 400
é DRA-C4.25450 | 250 |  4.00 450
DRA-C425600 | 250 | 400 600
DRA-(4.2.5.450
U Y U 5.0U
ITEM I.D. | LENGTH | RATE
DRA-CB25100 | 250 | 8.00 100
DRA-(B25125 | 250 |  8.00 125
DRA-CB25150 | 250 |  8.00 150
DRA-CB2515 | 250 |  8.00 175
DRA-(B25200 | 250 |  8.00 200
DRA-(825225 | 250 |  8.00 ns
DRA-(B25250 | 250 |  8.00 250
DRA-(825275 | 250 |  8.00 25
DRA-(B25300 | 250 |  8.00 300
DRA-(825325 | 250 |  8.00 315
DRA-(B25350 | 250 |  8.00 350
DRA-CB25375 | 250 |  8.00 375
DRA-CB25400 | 250 |  8.00 400
DRA-(825425 | 250 |  8.00 425
DRA-CB25450 | 250 |  8.00 450
DRA-(B25475 | 250 |  8.00 45
DRA-(B25500 | 250 |  8.00 500
DRA-(825525 | 250 |  8.00 525
DRA-(B25550 | 250 |  8.00 550
DRA-(B25575 | 250 |  8.00 575
DRA-(B25600 | 250 |  8.00 600
DRA-(825650 | 250 |  8.00 650
DRA-CB25700 | 250 |  8.00 700
DRA-(825750 | 250 |  8.00 750
DRA-(B25800 | 250 |  8.00 800
DRA-(8.25850 | 250 |  8.00 850

Don’t see what you're looking for? We have a solution! Please call technical support

AWV

DRA-(7.2.5.300

DRA-(7.3.0.475

DAY {0V

DRA-(8.3.0.375

COILOVER 2.50 X 7.00
ITEM I.D. | LENGTH | RATE
DRA-(7.2.5.100 250 1.00 100
DRA-(7.2.5.125 2.50 1.00 125
DRA-C7.2.5.150 250 100 150
DRA-(7.2.5.175 2.50 700 175
DRA-(7.2.5.200 250 100 200
DRA-(7.2.5300 2.50 700 300
DRA-(7.2.5350 250 100 350
DRA-(7.2.5.400 2.50 100 400
DRA-(7.2.5.450 250 100 450
DRA-(7.2.5.500 2.50 100 500

COILOVER 3.00 X 7.00
ITEM I.D. |LENGTH | RATE
DRA-(7.3.0.475 3.00 7.00 415
DRA-(7.3.0.500 3.00 1.00 500
DRA-(73.0.525 3.00 1.00 525
DRA-(7.3.0.550 3.00 1.00 550
DRA-(73.0.575 3.00 100 515
DRA-(7.3.0.600 3.00 1.00 600
DRA-(7.3.0.650 3.00 700 650

’ U ~ UU 5. UU
ITEM I.D. | LENGTH | RATE
DRA-(8.3.0.100 3.00 8.00 100
DRA-(8.3.0.125 3.00 8.00 125
DRA-(8.3.0.150 3.00 8.00 150
DRA-(8.3.0.175 3.00 8.00 175
DRA-(8.3.0.200 3.00 8.00 200
DRA-(8.3.0.225 3.00 8.00 225
DRA-(8.3.0.250 3.00 8.00 250
DRA-(8.3.0.275 3.00 8.00 215
DRA-(8.3.0.300 3.00 8.00 300
DRA-(8.3.0.325 3.00 8.00 325
DRA-(8.3.0.350 3.00 8.00 350
DRA-(8.3.0.375 3.00 8.00 375
DRA-(8.3.0.400 3.00 8.00 400
DRA-(8.3.0.425 3.00 8.00 425
DRA-(8.3.0.450 3.00 8.00 450
DRA-(8.3.0.475 3.00 8.00 415
DRA-(8.3.0.500 3.00 8.00 500
DRA-(8.3.0.525 3.00 8.00 525
DRA-(8.3.0.550 3.00 8.00 550
DRA-(8.3.0.575 3.00 8.00 515
DRA-(8.3.0.600 3.00 8.00 600
DRA-(8.3.0.625 3.00 8.00 625
DRA-(8.3.0.650 3.00 8.00 650

COILOVER SPRINGS

. U U ~ U U.UU

ITEM I.D. | LENGTH | RATE

DRA-C10.2.5.100 250 10.00 100

DRA-C10.2.5.125 250 10.00 125

———— DRA-C10.2.5.140 250 10.00 140

< DRA-C10.2.5.150 250 10.00 150

DRA-C10.2.5.075 250 10.00 175

DRA-(10.2.5.185 250 10.00 185

DRA-C10.2.5.200 250 10.00 200

DRA-(10.2.5.225 250 10.00 225

DRA-(10.2.5.250 250 10.00 250

DRA-C10.2.5.275 250 10.00 215

DRA-C10.2.5.300 250 10.00 300

DRA-(10.2.5.325 250 10.00 325

DRA-(10.2.5.350 250 10.00 350

DRA-C10.2.5.375 250 10.00 375

DRA-(10.2.5.400 250 10.00 400

DRA-(10.2.5.425 250 10.00 425

DRA-(10.2.5.450 250 10.00 450

DRA-C10.2.5.475 250 10.00 415

DRA-C10.2.5.500 250 10.00 500

DRA-(10.2.5.525 250 10.00 525

DRA-10.2.5.550 250 10.00 550

DRA-C10.2.5.575 250 10.00 575

DRA-(10.2.5.600 250 10.00 600

DRA-C10.2.5.700 250 10.00 700

UILU ® U !

ITEM I.D. | LENGTH | RATE

DRA-(12.2.5.075 250 12.00 075

” DRA-(12.2.5.100 250 12.00 100

> DRA-(12.2.5.125 250 12.00 125

DRA-(12.2.5.150 250 12.00 150

T— DRA-(12.2.5.160 250 12.00 160

DRA-(12.2.5.175 250 12.00 175

DRA-(12.2.5.185 250 12.00 185

DRA-(12.2.5.200 2.50 12.00 200

DRA-(12.2.5.225 250 12.00 225

DRA-(12.2.5.250 250 12.00 250

DRA-(12.2.5.215 250 12.00 215

DRA-(12.2.5.300 250 12.00 300

DRA-(12.2.5.325 250 12.00 325

DRA-(12.2.5.350 250 12.00 350

DRA-(12.2.5.315 250 12.00 315

DRA-(12.2.5.400 250 12.00 400

DRA-(12.2.5.425 250 12.00 425

DRA-(12.2.5.450 250 12.00 450

DRA-(12.2.5.475 250 12.00 415

DRA-(12.2.5.500 250 12.00 500

DRA-(12.2.5.525 250 12.00 525

’ ’ > UU J.UU

ITEM I.D. |LENGTH | RATE
DRA-C10.3.0.100 3.00 10.00 100
DRA-C10.3.0.125 3.00 10.00 125
DRA-C10.3.0.150 3.00 10.00 150
2 DRA-C10.3.0.160 3.00 10.00 160
DRA-C10.3.0.175 3.00 10.00 175
DRA-C10.3.0.185 3.00 10.00 185
DRA-C10.3.0.200 3.00 10.00 200
DRA-C10.3.0.225 3.00 10.00 225
DRA-(10.3.0.250 3.00 10.00 250
DRA-C10.3.0.275 3.00 10.00 215
DRA-10.3.0300 3.00 10.00 300
DRA-C10.3.0.325 3.00 10.00 325
DRA-(10.3.0.350 3.00 10.00 350
DRA-C10.3.0.375 3.00 10.00 375
DRA-C10.3.0.400 3.00 10.00 400
DRA-C10.3.0.425 3.00 10.00 425
DRA-(10.3.0.450 3.00 10.00 450
DRA-C10.3.0.500 3.00 10.00 500
DRA-(10.3.0.550 3.00 10.00 550
DRA-C10.3.0.650 3.00 10.00 650
DRA-(10.3.0.750 3.00 10.00 750

U U ~ UU UU

ITEM I.D. | LENGTH | RATE
DRA-(12.3.0.075 3.00 12.00 075
DRA-C12.3.0.100 3.00 12.00 100
> DRA-(12.3.0.125 3.00 12.00 125
DRA-(12.3.0.140 3.00 12.00 140
T— DRA-(12.3.0.150 3.00 12.00 150
DRA-(12.3.0.160 3.00 12.00 160
DRA-C12.3.0.175 3.00 12.00 175
DRA-(12.3.0.185 3.00 12.00 185
DRA-(12.3.0.200 3.00 12.00 200
DRA-(12.3.0.225 3.00 12.00 225
DRA-(12.3.0.250 3.00 12.00 250
DRA-(12.3.0.275 3.00 12.00 215
DRA-(12.3.0.300 3.00 12.00 300
DRA-(12.3.0.325 3.00 12.00 325
DRA-(12.3.0.350 3.00 12.00 350
DRA-(12.3.0.375 3.00 12.00 315
DRA-(12.3.0.400 3.00 12.00 400
DRA-(12.3.0.425 3.00 12.00 425
DRA-(12.3.0.450 3.00 12.00 450
DRA-(12.3.0.475 3.00 12.00 475
DRA-(12.3.0.500 3.00 12.00 500
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COILOVER SPRINGS .o FRONT SPRINGS

UILUVER U +.00 UILUVER 3.00 .00 Draco offers a full line of high-performance conventional front springs designed for the short track market.
ITEM I.D. | LENGTH | RATE ITEM I.D. | LENGTH | RATE Designed for most linear rates and high travel, Draco front springs outperform the competition.
» DRA-(14.25100 | 250 |  14.00 100 DRA-C143.0.040 | 300 [ 1400 040 o .
DRA-CI425125 | 250 |  14.00 125 DRA-CI630075 | 300 | 1400 | 075 Contact us for NASCAR, ARCA and coll bind applications.
DRA-(14.25050 | 250 |  14.00 150 DRA-C143.0100 | 300 | 1400 100 n ANAL & G n ANAL 9 50 D FRO
2 DRA-C1625175 | 250 |  14.00 5 2 DRA-C143.0025 | 3.00 | 1400 125
DRA-C1425200 | 250 |  14.00 200 DRA-CI430140 | 3.00 | 1400 140 gf:s'uazs ':-5"0- '-5’:‘7;57" R;‘;'E [’]:f::‘ T ‘:-0“’)- “-”g’;m 33‘570'5
DRA-C14.25225 | 250 |  14.00 15 DRA-C143.0150 | 3.00 | 14.00 150 : : } i .5.00. ! :
DRA-C14.2.5.250 250 | 14.00 250 DRA-C14.3.0.160 300 | 1400 160 \ DRA-FS.0350 5.50 8.75 350 \ DRA-UMP9.5.5.00.400 | 5.00 9.50 400
DRA-C16.25.215 | 250 |  14.00 215 DRA-C143.0075 | 3.00 | 1400 175 DRA-FS.0400 550 875 400 DRA-UMP9.5.5.00.450 | 5.00 9.50 450
DRA-(14.25300 | 250 | 14.00 300 DRA-C143.0085 | 300 |  14.00 185 DRA-FS.0425 5.50 875 425 DRA-UMP9.55.00.500 | 5.00 9,50 500
DRA-(14.25325 | 2.50 |  14.00 325 (TN FIE DRA-(143.0.200 | 300 |  14.00 200 DRA-FS.0450 550 8.5 450 DRA-UMP9.5.5.00.550 | 5.00 9.50 550
DRA-(14.25350 | 250 |  14.00 350 DRA-(143.0.225 | 300 | 14.00 105 DRA-FS.0475 5.50 875 475 DRA-UMP9.5.5.00.600 | 5.00 950 600
DRA-C16.25375 | 250 |  14.00 315 DRA-C143.0250 | 3.00 | 1400 250 DRA-FS.0500 550 875 500 DRA-UMP9.55.00.650 | 5.00 950 650
DRA-C14.25400 | 250 | 1400 | 400 DRA-C1430275 | 300 | 1400 s DRA-FS.0600 3 : : A0 & € 0 ' ’
DRA-C16.25425 | 250 |  14.00 425 DRA-C143.0300 | 3.00 | 1400 300 g::;;g::; ::g :;: ::; gs:::::::::gg;gg ;gg g:g ;gg
DRA-C14.25450 | 250 |  14.00 450 DRA-C143.0325 | 300 | 1400 5 : : i = i
DRA-CI63.0375 | 300 |  14.00 35 DRAS.0575 550 |85 515
DILOVER 3.00 X 16.00 DRA-(143.0400 | 3.00 | 1400 400 DRA-F5.0600 550 875 600
y DRA-FS.0800 5.50 875 800
ITEM 1.D. | LENGTH | RATE DRA-(14.3.0.425 300 [ 1400 425
DRA-CI63.0075 1300 | 16.00 o DRA-C143.0475 | 300 | 1400 415 gg:wggggg ::g :;: g;g
DRA-C16.3.0100 | 3.00 | 16.00 100 2 : :
DRA-C16.3.0125 3.00 16.00 125 COILOVER 3.50 X 16.00 DRA-FS.0950 5.50 875 950
DRA-C16.3.0040 | 3.00 | 16.00 140 ITEM 1.D. | LENGTH | RATE

MW

YU

DRA-(16.3.0.150 3.00 16.00 150 DRA-(16.3.5.125 3.50 16.00 125

DRA-(16.3.0.160 3.00 16.00 160 DRA-(16.3.5.140 350 | 16.00 140
DRA-(16.3.0.175 3.00 16.00 175 DRA-C16.3.5.150 3.50 16.00 150
DRA-(16.3.0.185 3.00 16.00 185 DRA-(16.3.5.160 350 | 16.00 160

DRA-CI63.0200 | 300 | 1600 | 200
DRA-(16.3.0.225 3.00 16.00 125
LRV 0630250 | 300 | 1600 | 250

DRA-C16.3.5.175 3.50 16.00 175
DRA-(16.3.5.200 350 [ 16.00 200
DRA-(16.3.5.225 350 16.00 215

WMV

4 UL 5 I < U 4 ULU I U < U
DRA-C16.3.0300 | 3.00 | 16.00 300 DRA-C167535100° | 350 | 1675 100 — _—
o DRA-C1775.35.080* | 3.50 s 080 ITEM 0.D. | LENGTH | RATE ITEM 0.D. | LENGTH | RATE
N1l OVER £ 00 X 18 0C PETWPETTT (34835050 | 350 | 18.00 050 DRA-LM095.300 | 550 | 950 300 DRA-LMI05.200 | 550 | 10.50 200
ITEM I.D. | LENGTH | RATE DRA-CI835.065* | 350 18.00 065 \ DRA-LM095.325 550 [ 950 325 \ DRA-LM105.225 5.50 [ 10.50 225
DRA‘O&S 0050 500 ]a w 050 *Extra tall collovers to achieve desired ‘rv‘:';;,', load DRA-U‘095.350 5.50 9.50 350 DRA‘MOS.E’U 5-50 10-50 250
o DRA-CBS.0070 | 500 | 18.00 070 DRA-LM095.375 | 550 | 950 375 DRA-LMI05.275 | 550 | 1050 s
S DRA-C18.5.0.100 5.00 18.00 100 9 DILU A RA [ DRA-LM095.400 | 550 9.50 400 DRA-LM105.300 5.50 10.50 300
- ITEM I.D. | LENGTH | RATE DRA-LM0%5.425 | 550 | 950 425 DRA-LMI05325 | 550 | 1050 325
— DRA-CI43.0J25HT | 300 | 1400 73 DRA-LM095450 | 550 | 950 450 DRA-LMI05350 | 550 | 10.50 350
el DRA-C14.3.0J40.HT | 300 | 14,00 140 DRA-LM0%5.475 | 550 | 950 475 DRA-LMIOS375 | 550 | 1050 305
- DRA-C143.0J50.HT | 3.00 | 1400 150 DRA-LM095.500 | 550 | 950 500 DRA-LMI05400 | 550 | 1050 400
— DRA-(14.3.0J60HT | 300 | 14.00 160 DRA-LM095.525 | 550 | 950 525 DRA-LM105425 | 550 | 10.50 425
il OVER PROCR - ORA-C143.0.175.HT | 3.00 | 14.00 175 DRA-LM095.550 | 550 950 550 DRA-LM105450 | 550 | 1050 450
DRA-CI4302004T| 300 | W00 | 200 DRA-LM095.800 | 550 | 950 800 DRA-LMIOSATS | 550 | 1050 | 45
ITEM I.D. |LENGTH | RATE DRAAMOS5850 | 550 | 950 | 850 DRALMIOSS00 | 550 | 1050 | S0
DRA-CILO30J50PR0 | 300 | 100 | 150
, Tt : DRA-LM095.900 | 5.50 9.50 900
DRA-CI1.53.0J50.PR0 | 3.00 | 1150 150 ==
<<= | DRA-CI2030150PR0 [ 300 | 1200 | 150 DRALMSSS 50 | 3507~ 9507|1959
DRA-(125.3.0]50.PRO | 3.00 | 1250 150 DRA-LM095.1000 | 550 |  9.50 1000
DRA-C11.03.0.175.PR0 | 3.00 |  11.00 175 DRA-LM095.1100 | 550 9.50 1100
DRA-CILS3.0J75PR0 | 3.00 | 1150 175
DRA-CI2.03.0.75.PRO | 3.00 | 12.00 s
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Don’t see what you're looking for? We have a solution! Please call technical support 704.883.4750 PurpleSpring.com




REAR SPRINGS

Designed for short track applications, Draco conventional 5" outside diameter rear springs are designed for
maximum travel and minimum weight. Contact us for NASCAR, ARCA and coil bind applications.

’ U DU REAR
ITEM 0.D. |LENGTH | RATE
DRA-RILI00 500 [ 100 100
DRA-RTIIZS 500 | 1100 125
DRA-RILISO 500 [ 1.00 150
—— | ORA-RNIS 500 | 100 175
DRA-R1.200 500 [ 1.00 200
DRA-RT1.225 500 | 1100 25
DRA-R11.250 500 [ 1.00 250
DRA-RT.275 500 | 100 215
DRA-R11300 500 [ 1.00 300
DRA-RI1325 500 | 1.00 325
DRA-R11.350 500 [ 1.00 350
DRA-RT375 500 | 1.00 315
DRA-RIL400 500 [ 1.00 400
DRA-RT1.425 500 | T1.00 425
DRA-R11450 500 [ 1.00 450
DRA-RT.500 500 | T1.00 500
DRA-R11.550 500 [ 1.00 550
DRA-RT1.600 500 | T1.00 600
DRA-R1N.650 500 [ 1.00 650
DRA-RTI700 500 | T1.00 700
DRA-RIT50 500 [ 1.00 750
DRA-RT1.800 500 | T1.00 800
U U UU KEAR
ITEM 0.D. |LENGTH |RATE
DRA-RI3.125 500 | 1300 125
DRA-R13.150 500 | 1300 150
DRA-RI3.ITS 500 | 1300 175
= | DR300 500 | 1300 200
< DRA-R13.225 500 | 1300 5
DRA-R13.250 500 | 1300 250
DRA-RI3.275 500 | 1300 215
DRA-R13.300 500 | 1300 300
DRA-R13.325 500 | 1300 35
DRA-R13.350 500 | 1300 350

\\\ e

CONVENTIONAL 14.00 REAR
ITEM 0.D. |LENGTH |RATE
DRA-SR14.125 | 4.75-5.25 14.00 125
DRA-SR14.150 | 4.75-5.25 14.00 150
DRA-SRI4.115 | 4.75-5.25 14.00 175
\ DRA-SR14.200 | 4.75-5.25 14.00 200
< DRA-SR14.225 | 4.75-5.25 14.00 225
DRA-SR14.250 | 4.75-5.25 14.00 250
; DRA-SR14.275 | 4.75-5.25 14.00 215
DRA-SR14300 | 4.75-5.25 14.00 300
DRA-SR14325 | 4.75-5.25 14.00 35
DRA-SR14350 | 475-5.25 14.00 350
DRA-SR14375 | 4.75-5.25 14.00 315
DRA-SR14.400 | 475-5.25 14.00 400
DRA-SR14450 | 4.75-5.25 14.00 450
DRA-SR14475 | 475-5.25 14.00 415
DRA-SR14.500 | 4.75-5.25 14.00 500
DRA-SR14525 | 4.75-5.25 14.00 525
DRA-SR14.550 | 4.75-5.25 14.00 550
CONVENTIONAL 16.00 REAR
ITEM 0.D. |LENGTH |RATE
DRA-SR16.075 | 4.75-5.25 16.00 075
DRA-SR16.090 | 4.75-5.25 16.00 090
DRA-SR16.100 | 4.75-5.25 16.00 100
\ DRA-SR16.125 4.75-5.25 16.00 125
< DRA-SR16.140 | 4.75-5.25 16.00 140
DRA-SR16.150 | 4.75-5.25 16.00 150
DRA-SR16.160 | 4.75-5.25 16.00 160
DRA-SR16.175 4.75-5.25 16.00 175
é DRA-SR16.185 | 4.75-5.25 16.00 185
DRA-SR16.200 | 4.75-5.25 16.00 200

From Dirt Track to Cup level racing,
let the Purple Spring give your team

the winning edge.

—Dale Earnhardt, Jr.

Don’t see what you're looking for? We have a solution! Please call technical support

BUMP SPRINCGS,
RETAINERS & BUSHINGS

Draco bump springs are designed for the highest performance within the packaging requirements. Built to
withstand the harshest environments, the Draco DB series will not lose height or rate from being coil bound
and will not side-load or shear the shock shaft.

Utilizing Draco's proprietary retainer system, bump spring hardware components can be used on different
brand shocks and shaft diameters, and Draco's exclusive retainer bushing system prevents wear and marring
of shock shafts for increased life while reducing friction and improving performance.

Used with the integral Penske Shocks coilover spring retainer, bump spring changes can be performed
without removing the shock eyelet.

——

DRA-BS.DB.2.3.1100

2.30 BUMP SPRINGS

ITEM

LENGTH | RATE

DRA-BSRTB.P.500

DRA-BS.DB.23.0500 | 230 500

DRA-BS.DB.2.3.0600

2.30 600

DRA-BS.DB.23.0700 | 230 700

DRA-BS.DB.2.3.0800

2.30 800

DRA-BS.0B.23.0900 | 230 900

DRA-BS.DB.23.1000

2.30 1000

DRA-BS.DB.231100 | 230 1100

DRA-BS.DB.2.3.1200

2.30 1200

DRA-BS.DB.23.J300 | 230 1300

DRA-BS.DB.23.1400

2.30 1400

DRA-BS.DB.23.0500 | 230 1500

DRA-BS.DB.23.1750

2.30 1750

DRA-BS.DB.2.3.2000 230 2000

BUMP SPRING BUSHINGS
ITEM DESCRIPTION
DRA-BSRTB.0.14 | Bushing, Bump Spring
Retainer, Ohlins 14MM Shaft

DRA-BSRTB.0.16 | Bushing, Bump Spring
| Retainer, Ohlins 16MM Shaft

DRA-BSRTB.P.500 | Bushing, Bump Spring
Retainer, Penske .500 Shaft

DRA-BSRTB.P.625 | Bushing, Bump Spring

Retainer, Penske .625 Shaft

ITEM

BUMP SPRING RETAINERS

DESCRIPTION

DRA-BSRT.1.200
DRA-BSRT.2.500
DRA-BSRT.1.300

Retainer, Bump Spring, 1.200"
Locator / Aluminum

Retainer, Bump Spring, 1.300"
Locator / Aluminum

DRA-BSRT.1.400

DRA-BSRT.1.500

Retainer, Bump Spring, 1.400*
Locator / Aluminum

Retainer, Bump Spring, 1.500"
Locator / Aluminum

DRA-BSRT.1.575

DRA-BSRT.2.500

Retainer, Bump Spring, 1.575"
Locator / Aluminum
Retainer, Bump Spring, 2.500"

Locator / Aluminum

6TH COILS & DROOP CHAIN SPRINGS

DRA-6THCOIL.600

3.00 6TH COILS

ITEM

LENGTH

DRA-6THCOIL.400 3.00 400

DRA-6THCOIL 450 300 450
DRA-6THCOILS00 |  3.00 500
DRA-6THCOIL S50 300 550
DRA-6THCOILG00 |  3.00 600

DROOP CHAIN SPRING

ITEM

DESCRIPTION

DRA-DS600 |

DRA-DS.600

704.883.4750

Spring, Droop Chain 600 Rate

g \\\

PurpleSpring.com



ADAPTERS, SPACERS CUSTOM/SA86 SPRINGS
& ACCESSORIES

Don't see what you're looking for? We have a solution! Draco can design and build
custom springs in any size, rate or quantity. You can supply the design or you can

GALE FORCE ADAPTERS COILOVER SPRING RETAINERS work with our custom spring department to develop a spring with characteristics
ITEM DFSCRIPTION : DESL"RIPTION specific to your needs. Our custom spring department can design coil bind and
DRA-ADP.GF Coilover Spring, 2.5" Gale Force/Aluminum DRA-ADP3.0.2.3.F | 3.0" Coilover Spring and 2.3" s . . . . . .
Bump Fits Fox Shock controlled travel applications, ultra-lightweight designs and springs with precise
DRA-ADP3.0.23.1 | 3.0" Coilover Spring and 2.3" dimensional requirements. Custom springs are available in both standard material
DRA-ADP.GF DRA-ADP3.0.2.3.P BUSD FIIS tagsa Shock and our super-premium SA86 exotic metal. Draco Spring Manufacturing can turn
. DRA-ADP3.0.2.3.0 | 3.0" Coilover Springand 2.3" . . . .
Bump Fits Ohlin Shock springs around faster than anyone in the world - in as little as three days! ——
STACKED SPRING DIVIDERS DRA-ADP3.0.23P | 3.0" Coilover Spring and 23" N ' _ _ . = - N
DESCRIPTION Bump Fits Penske Shock Draco's premier coil spring material, known as SA86, is an exotic alloy exhibiting — LSS
DRA-ADPSSD.2.5.2.5.8 ; higher mechanical strength and toughness for the most demanding applications. - - P
RS0 5757 COILOVER ADJUSTER NUT s s s S app — =
DRA-ADPSSD25.25 : ITEM DESCRIPTION Coupled with Draco’s engineering expertise, SA86 springs are designed to be - )
TR EFET] DRA-ADPSSD252.5.0 | Spring Stack 2.5"/2,5" for Ohlin Shocks ORA-ADP30BL | 3.0" Locator for Bilstein/Aluminum lighter and handle more load than a comparable standard material spring. = -
DRA-ADPSSD.25.2.5.P | Spring Stack 2.5"/2.5" for Penske Shocks DRA-ADP3.0.FX 3.0" Locator for Fox Shock/
DRA-ADPSSD.253.08 | Spring Stack 2.5"/3.0" for Bilstein Shocks : 4 %« 2 Safe-to-solid SA86 springs can travel further and sustain more load before coil
DRA-ADPSSD25.3.0F | Spring Stack 2.5'/3.0"for Fox Shodks e T | A ega hodd bind, and will not lose height as a result of coil binding. {l
1 " " V. - |
DRA-ADP.SSD.253.0. | Spr!ngStackz.S /3.0" for Intggra Shocks DRA-ADP3.0.PKPC | 3.0" Locator for Penske Shock . . . . . : S
DRA-ADP.SSD.253.0.0 | Spring Stack 2.5"/3.0" for Ohlin Shocks Coarse Thread/Aluminum Ultra-lightweight, peak load capacity SA86 springs are the lightest on the market ‘v
DRA-ADPSSD.253.0P | Spring Stack 2.5"/3.0" for Penske Shocks DRA-ADP3.0.PK.PF | 3.0" Locator for Penske Shock Fine and can be built lighter than titanium springs! : AN ‘
DRA-ADP.S5D3.0.3.0.8 |SpringStad(3.0'/10"10(Bilste'nShod(s Thread/Aluminum Q
DRA-ADPSSD3.03.0.F | Spring Stack 3.0"/3.0" for Fox Shacks CUSTOM SPRING DEPARTMENT 1 X ‘
DRA-ADPSSD3.03.0) | Spring Stack 3.0°/3.0" for Integra Shocks ‘ BEARING KITS & TECHNICAL SUPPORT “ b ;
|

DRA-ADPS0.3.03.0.0 | Spring Stack 3.0"/3.0" for Ohlin Shocks { ITEM DESCRIPTION

DRA-ADP.SSD3.0.3.0.P | Spring Stack 3.0"/3.0" for Penske Shocks 3 DRA-C0B.2500 Coilover Thrust, 2.500" ID 704.883.4750
DRA-ADP.SSDR.2.5.3.0.8 | Reverse Spring Stack 2.5"/3.0" for Bilstein Shocks DRA-C0B.3000 Coilover Thrust,3.000" ID

DRA-ADP.SSDR.25.3.0.F | Reverse Spring Stack 2.5"/3.0" for Fox Shocks

DRA-ADP.SSDR.2.5.3.0.l | Reverse Spring Stack 2.5"/3.0" for Integra Shocks

DRA-ADP.SSOR.253.0.0 | Reverse Spring Stack 2.5%/3.0" for Ohlin Shocks SHOCK COVERS

DRA-ADP.SSDR.2.53.0.P | Reverse Spring Stack 2.5°/3.0" for Penske Shocks - ITEM DESCRIPTION

DRA-SCYR2531Z | Nylon/Fits2.5"-3.0 1D, 12° Length

COILOVER SPRING ADAPTERS DRA-SCVR25316 | Nylon/Fits 2.5"-3.0" 1D, 16" Length
ITEM DESCRIPTION DRA-SCVR416 QTR } Nylon/Fits 2.5"3.0" 1.0, 18" Length
DRA-ADP2.5.3.0 Coilover Spring, 2.5" to 3.0"/Aluminum DRA-SCYR35512 | Nylon/Fits3.5"-5.0% |.D. 12" Length
DRA-ADP2.5.3.5 Coilover Spring, 2.5" to 3.5" /Aluminum DRA-SCYR35516 } Nylon/Fits 3.5"-5.0" 1.0.16" Length

DRA-ADP2.55.0.3.700 | Coilover Spring, 2.5" to 5.0"/3.700" DRA-SCVR35518 | Nylon/Fits 3.5"-5.0°1.D.18" Length
DRA-ADP2.5.3.0 Locator/Aluminum DRA-SCYR25316-N | Neoprene/Fits 2.5"-3.0".0.16" Length
DRA-ADP2.5.5.0.3.850 | Coilover Spring, 2.5" t0 5.0"/3.850" DRA-SCVRZS318-N | Neoprene/Fits 2.5"3.0° L0.18" Length

Locator/Aluminum
= = = = DRA-SCYR35516-N | Neoprene/Fits 35"-5.0" LD, 16" Length
DRA-ADP2.5.5.0.3.970 | Coilover Spring, 2.5" t0 5.0"/3.970 Neoprene/Fits 35"-5.0° LD, 16" Length

Locator/Aluminum DRA-SCVR35518-N

DRA-ADP2.5.5.0.4.075 | Coilover Spring, 2.5" to 5.0"/4.075"
Locator/Aluminum THROTTLE SPRINGS

DRA-ADP2.5.5.0.4.200 | Coilover Spring, 2.5" t0 5.0"/4.200" . ITEM DESCRIPTION

Locator/Aluminum DRA-13018A Throttle Return, 2.400" FL

COILOVER SPRING RUBBERS

ITEM DESCRIPTION LOCKER SPRINGS

DRA-USR.60.1.0 Polyurethane, 3.0" - 3.5", 60 Durometer _
1.00" Tall With Pull, Bive ITEM DESCRIPTION
DRA-USR.70.1.0 Polyurethane, 3.0" - 35", 70 Durometer DRA-LS.065 65# Spring
1.00" Tall With Pull, Purple DRA-LS.075 75# Spring

DRA-USR.60-80 __ JyETSTITETR) Polyurethane, 3.0" - 3.5*, 80 Durometer DRA-LS.085 85# Spring
1.00" Tall With Pull, Red DRA-LS.065

\ \ \ '10 Don’t see what you're looking for? We have a solution! Please call technical support 704.883.4750 PurpleSpring.com n \ \ \ *‘



